DESIGNER NOTES:

1. Include State Standard 780001 (Typical Pavement Markings)

$$DATESS

MATCH LINE A - A

TYPICAL TREATMENT:
MULTI-LANE WITH CCC&G

Commercial Enfrance or

at Public Street

Non—Cor;m?rclcn Entrance Publl
7 AN
- —— = oz :7&/7 — e e ,,\Ft\\
,,,,,,,,,,,,,,,,,,,,,,,,,,,,, s _
2|g Edge of povement—"
£a II-4-@566 Speclal Note 1
— — — ———
0|
STD 780001, 3l STD 780001,
See speclal note 37\ =0 See special note 37\
———— — ) » E— — ——
See Special 3 cC
Note 1 7|2
=0
—— T I — —
Df
i
P @\
=0
~~~~~~~~~~~~~~~~~ B i e

®@ O 6 OO

® 6 ©

TYPICAL TREATMENT:
2-LANE WITH SHOULDER

Non-Comerclal Entrance

Unsignalized
Street

CCC&G (Typical - No edge stripe
ad]acent to CCC&G)

-{@See Special Note 1

STD 780001,

/\Sée special note 3

Gap Markings

STD 780001,

/{Sée special notel3

AU
RTE, | SECTION SHEETS

6734 |05~00061-04-FP, TAZEWELL 20 19

COUNTY | JOTAL TSHEET

STA. TO STA.

FED. ROAD DIST. NO. IILLINOIS{ FED. AID PROJECT

§9393

.See Special Note 2

C“

3 m30)

— ——
See Special z
Note 1
I ———
S—

SFE

e
plans

N /

Public SireeJr

Unsignalized
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WITH ONE-WAY LEFT TURN LANE AT SIGNALIZED INTERSECTION
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SIGNALIZED INTERSECTION

TYPICAL PAVEMENT MARKING LEGEND

(Note: This is a District Standard Legend.
Some etements may not apply to specific project.)

100(4) Solid (Yeliow)
100(4) Solid (White)

2-150(6) Crosswalk @ 2m (6'-6)min C.-C. (White)

2-200(8) Crosswalk @ 2m (6°-6'Imin C.-C. (White) (When traffic signals are present.)

1.3:05m, 9.14m ,.3.05m,
150(6) Skip-Dash (White} ™ao7 | (300 10"t (See Speclal Note 1)
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200(8) Soild (White)
300(12) Dlagonal (White) (ITerOB Is shown on Std. 780001

600(24) Stop Bar (White) 10m

(33
Letters & Arrows ‘ (See Std. 780001 and Speclal Notes 2 & 3)
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100(4) Double Solid (Yeliow) 280U C.-C.J See Table A \.@

100(4) Skip-Dash (Yellow) (See Special Note 1)

SPECIAL NOTES

1. Skip-Dash markings will be centered between
both ends of city blocks and shall be placed
in alignment transversly across the pavement.

2. The foliowing shall apply to arrows located In
one-way left Turn lanes:
A. A minimum of two (2) arrows is required.
B. The maximum spacing between arrows
is 24 m (80°.
C. Arrows shall be evenly spaced if three (3)
or more are required.

3. The following shall apply to arrow pairs located

in tfwo~way left turn lanes:

A. A minimum of two (2) arrow pairs is required.

B. The maximum spacing between arrow palrs
Is 61 m (200°).

C. Arrow pairs shaill be evenly spaced if three (3)
or more are required.

D. The spacing between Bi Directional Left Turn
Arrows 1s 10 m (33'),

GENERAL NOTES

1.

Refer to State Standard 780001 for additional
Pavement Markings including letters & arrows.

2. See Plans for Pavement Markings adjacent to

curbed Islands and medians, and through iane

reductions.
All dimensions are In milimeters
(inches) unless otherwlise noted.
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